
Basic Parameters Technical Diagram
Profile material Aluminum (AL6063-T5)

Surface processing White, Black, Alu

Diffuser material PC

Heat dissipation capability Max 15W/M

Ambient Temp 45°C

Transmittance >60%

Beam angle 118°

Mounting Structure

Set Inclusions
1x Profile

2500mm×16mm×13mm

1x Diffuser (Frosted/Black)

2500mm×14.7mm×4.5mm

2x End cap Product Ordering
EC-LE2513FSS CODE FINISH DIFFUSER STOCKED

1613-A-F Aluminum Frosted YES

2x End cap with hole 1613-A-BF Aluminum Black Frosted YES

EC-LE2513FSD 1613-B-F Black Frosted YES

1613-B-BF Black Black Frosted YES

Mounting clips 1613-W-F White Frosted YES

1613-W-BF White Black Frosted YES

1613-D-F Frosted Frosted YES

1613-D-BF Black Black Frosted YES
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• Recess profile for ceiling, wall and joinery 
installations.

• Dot-free light output.
• Stocked in white, black and alu trim. 
• AL6063-T5 aluminium profile with excellent 

heat dissipation performance.
• German made PC diffusers.
• Fits all strip lighting up to 10mm wide.
• Comes with end caps and recess clips.

lightcore.com.au  hello@lightcore.com.au  1300 652 719

1613

Errors and technical data are subject to change without notice.


