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Basic Parameters Technical Diagram Ingress Protection 
(IP)

Size IP20: 10mm x 1.6mm x 5000

Input Voltage 24VDC

Input Current 0.73A/1M and 2.92A/5M

Typical power 15W/m NO IP20

Max Power 20.5W/m 8mmx1.5mmx5000

Lifetime 50000hrs

Chips/m 840

Continuous max run 5m Recommended Solution / Accessories
Colour / CCT RGB TRANSFORMERS PROFILES

Bin/Step (SDCM)  HLG-150-24 1607-F-D

CRI >90 Non-dimmable ≥ 12m 2500mm, W/B/A

Energy Efficiency Class

Warranty 5 years HLG-240-24 2507-F-D
Control  Non-dimmable ≥ 20m 2500mm, W/B/A

Cutting Increment 25mm

Connection Tails HLG-320-24 1613-F-D

Beam Angle 180° Beam Non-dimmable ≥ 30m 2500mm, W/B/A

CONTROLLER 2513-F-D

843059 2500mm, W/B/A

Single zone controller set

Product Ordering 1616-F-D

CODE COLOUR LM/M IP RATING STOCKED 2500mm, W/B/A

DFR-24-10-R RED 198 20 YES STRIPCLIPZ CONNECTORS

DFR-24-10-G GREEN 413 20 YES SC-STR-RGB SC-CNR-RGB SC-FEED

DFR-24-10-B BLUE 94 20 YES 4C (Straight) 4C (Corner) 4C

FE
A

TU
RE

S
SP

EC
IF

IC
A

TI
O

N

• Linear RGB colourful strip and dot-free with 
large light-emitting angle.

• Features a unique dot-free design creating 
clean lines of light with or without aluminium 
extrusions.

• Excellent lighting solution for residential or 
commercial applications.
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DOT-FREE RGB 10MM

Errors and technical data are subject to change without notice.


